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Dimensions Spa 60 (60 lit. / 15.8 gal.) (mm)

Dimensions Spa 30, 40 and 50

50 / 13.2 430 745Spa 50
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Dimensions: See fig. 10, 11 and 12
Material: Heat exchanger coil, storage tank and connections: Stainless steel AISI 316
 Outside cover: Polypropylene Buplen 
 Mounting brackets: Stainless steel AISI 304
Heater element: Nickel plated cooper
Insulation: Polyurethane
Safety valve: 6 bar / 87 psi
Certification: The water heaters complies with the requirements of Directives 2014/35/EU and
 2014/30/EU and are marked with CE.

* - Heating element 1200W is applicable in horizontal position of the appliance only!

Spa15
6P1523SPA0000

Spa 15V
6P1523SPA0003

Spa15B
6P1523SPA0100

Spa20
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Spa20V
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Spa40
6P4023SPA0000
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115V~ 750W

115V~ 750W

115V~ 750W

230V~ 750W
115V~ 1200W *
230V~ 1200W *

230V~ 750W
115V~ 1200W *
230V~ 1200W *

230V~ 750W
115V~ 1200W *
230V~ 1200W *

230V~ 750W

230V~ 750W

230V~ 750W
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Weight
kg / lbs

7.5 / 16.5

8 / 17.5

7.5 / 16.5

9 / 20

9.5 / 21

9 / 20

10 / 22

10.5 / 23

10 / 22

12 / 26.5

12 / 26.5

12 / 26.5

13,5 / 30

14 / 31

13,5 / 30

Spa50
6P5023SPA0000

Spa50V
6P5023SPA0003

Spa50B
6P5023SPA0100

50 / 13.2

50 / 13.2

50 / 13.2

115V~ 750W

115V~ 750W

115V~ 750W

230V~ 750W
115V~ 1200W *
230V~ 1200W *

230V~ 750W
115V~ 1200W *
230V~ 1200W *

230V~ 750W
115V~ 1200W *
230V~ 1200W *
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-

-

-
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-
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-

15 / 33

15.5 / 34

15 / 33
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6P6023SPA0003

Spa60B
6P6023SPA0100

60 / 15.8

60 / 15.8

60 / 15.8

115V~ 750W

115V~ 750W

115V~ 750W

230V~ 750W
115V~ 1200W *
230V~ 1200W *

230V~ 750W
115V~ 1200W *
230V~ 1200W *

230V~ 750W
115V~ 1200W *
230V~ 1200W *

X

X

-

-

-

X

-

X

-

17 / 37.5

17.5 / 38.5

17 / 37.5





Fig. 3 shows Spa 15, 20 and 25, fig.4 - Spa 30, 40, 50 
and 60 water hose connections.
It is to prefer to keep about 30 cm (1 ft.) free space in 
front of the water heater for future service measures.



Isotemp Spa 30, 40, 50 and 60 without and with thermostat mixer valve


